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Fuse Block

Amperage Maximum Operating (combined)
Mominal Operating Voltage

Minimum Input Cable Size fo Meet Rating
Recommended Ring Terminal

Stud Size

Stud Torque

Weight

AMI®[MIDI® Fuse Block
Amperage Maximurm Operating {per block)
Amperage Maximum Operating (per circu)
Minimum Cable Size to Meat Rating
Screw Size

Screw Torque

Fuse Amperages Available

ATO®/ATC® Fuse Block
Amperage Maximum Operaling (per block)
Amperage Maximum Operating {per circuit)
Screw Size

Sorew Torque

Fuse Amperages Available

Requlatory
C € marked

see table below)

12V DC 24V DC, 32V DC
AID AWG (120 mm?)

M8 (5/16")

M8 x 1.25

18 fi-Ib (20.3 N-m)

1.90 Ib (0.86 kg)

FROAT

170AT

200 AWG (70 mm?)
M5x Bx10

27 in-b (3.0 N-mj)
I0A-2004

ROAT

At

#8-32 x6.5 mm
18 in-ib (2.0 N-m)
1A4-304

Meets IS0 8846 and SAE J1171 external ignition prolection requirements

IPB6 - Protected against powerful water jets

Input Wire Size and Current Derating Table

AWG Wire Sizo | Moiric Wire Size | Amperage Mix. Oporating jcombine) |

410 AW 120 men* 2604
210 AWG 70 mm* 2408
1 AWG 50 e’ 1800,
4 NG 26 men? 1256

1 Ratings are dependent on inpul cable sized for appropriate amperages
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APPLICATION DIAGRAMS SPECIFICATIONS




