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SECTION 5 ’ SR R B
THROTTLE :CABLE. CONNECTION - CONTROL ENDf“ PN

Referi 1o the: ENGINE APPLICATION GUIDE SECTION 4 for the proper Cable actron to isuit iyour
englne AT RPN 5 .~'-~n. .'.:"i? . ST DM A ER
. -.l .ﬂ. :'.(.r:'r -I"n F ; ‘:‘-.-' : "L v S ry i ' H ) N i ¥ '.'; " :lf..’ - _;. ?.'
The TThrottle 1eéver may: be’ factory-set for push" to open throttle Refer to Flgure 4. If you tmd rt
necessary to change to "pull*to*'open: throttle proceed  as follows: :

1. Remove the Hand Lever.
2. Remove the Throttle Cable n‘ attached e

3. Remove the' Swivel Bracket R : ) LS !

4. Remove the two (2) hex Head Screws at the Link Assembly, and remove the L|nk make
sure- the .Shift Arm does -not. change notch posrtlons .

5. Push in on'the Throttle Arm toward the Housing and rotate it 180 degrees untnl it snaps
back |nto place

6. Attach the L|nk Assembly in the desrred posutron usrng the Hex Head Screws Tghten the
- Screws -to 75:8Q..inch .Ibs. - - - .. o

7. Attach the Swrvel Bracket in the proper hole. See Frgures 4 and 5 for proper Iocatlon v i
8. Rernstall the Cable and . Hand Lever. '
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FIGURE 4 PUSH-TO—OPEN CONFIGURATION : FIGURE 5 PULL-TO-OPEN CONFIGURATION
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